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ABSTRACT 

 

The SCOOT (Split Cycle and Offset Optimiser Technique) is an adaptive traffic signal 

control system.  Taking information from strategically placed detectors, it optimises the signal 

timings over a network on a second-by-second basis.   

Transport for London (TfL) has a policy of providing priority to buses at intersections and is 

now making use of iBus, a GPS-based system which can provide  bus detection in a way that 

is much less expensive than beacons or conventional in-road loop detectors.   

In response, SCOOT‟s bus priority logic has been updated.   Previously, if there was a bus 

stop near a junction, the detector had to be placed after the bus stop, giving SCOOT only a 

few seconds to respond.  The new logic allows longer journey times to be acted on, allowing 

the bus detection to be placed before the bus stop.   As bus stop dwell times (the period that a 

bus is stationary at a stop) have become more consistent with the introduction of pre-pay 

fares, the uncertainty in the journey time is reduced.  However, to offset the uncertainty 

further, cancel detection logic has also been introduced, which informs SCOOT when the bus 

has gone through, and allow it to cut short the traffic signal‟s green extension if possible. 

This paper will present the result of traffic modelling simulations using VISSIM and the new 

SCOOT logic.  Results will be presented from various scenarios, with and without bus 

priority, utilising downstream or upstream bus detection, and with and without the use of a 

cancel detector.  The effect of various SCOOT parameters, including the uncertainty in bus 

journey time will be demonstrated.  The optimum location of the cancel detector, given the 

transmission lags involved, will also be presented. 
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1. INTRODUCTION 

 

In this paper the evaluation of new bus priority logic in SCOOT, a traffic signal control 

system, is presented.  The most effective way that bus priority is granted to a bus is by 

extending the green signal until the bus gets through.  Using the original bus priority logic, 

bus detection would be sited 15 seconds from the stop line.  However, if there was a bus stop 

near the stop line, the detection would have to occur after the bus had left the stop, often only 

leaving a few seconds for SCOOT to react. 

In London they are now using iBus, a GPS based system for tracking buses.  This means that 

it is possible to install “virtual” bus detectors that are much cheaper than traditional detectors.   

In addition, the time that a bus stays at a bus stop has become more consistent with the 

introduction of flat-fares, pre-pay systems and three-door articulated buses. 

Therefore the bus priority logic has been updated to make use of multiple detectors and longer 

bus journey times. 

The hypothesis is that detecting the bus earlier allows more extensions to occur, providing the 

buses with greater savings.  However, it is expected that the journey time will be more 

variable.  To compensate this, extra time is added to the journey time to make sure the bus 

gets through.  However, if the bus gets through earlier, some of the green extension is 

“wasted”.  Positioning a cancel detector to inform SCOOT that the bus has passed the stop 

line will avoid this unnecessary green time. 

This paper presents the results of a study to determine the best location of a cancel detector.  

There are transmission lags of 5 seconds between the street and the central computer.  

Therefore it is expected that the optimum location for the cancel detector is some way back 

from the stop line. 

Having determined where the cancel detector should be located, simulations with differing 

flow conditions and differing SCOOT settings were performed, and some of the results are 

presented and discussed. 

 

 

2. EXISTING SCOOT PRIORITY FACILITIES 

 

SCOOT (Split Cycle and Offset Optimiser Technique) is an adaptive Urban Traffic Control 

system (www.scoot-utc.com).  Taking information from strategically placed detectors, it 

optimises the signal timings over a network on a second-by-second basis.  It is operating in 

over 200 cities worldwide. Since 1996, Version 3.1, SCOOT has included bus priority 

facilities.  Bus priority can be provided through extensions (extending the duration of the 

green phase long enough to allow the bus through) or recalls (shortening preceding stages). 

SCOOT has a number of facilities that can be used to provide priority to buses.  „Passive‟ 

priority, which does not differentiate between vehicles, can be given to links or routes using 

split and offset weightings.  As all vehicles on the weighted link receive a similar benefit, the 
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level of priority that can be given is limited.  „Active‟ priority can be given to individual 

buses: extensions to prevent a bus being stopped at the start of red and recalls to start the bus 

green earlier than normal.  In addition, in some situations, intermediate stages between the 

current stage and the bus stage can be skipped. 

Active priority requires that SCOOT be informed of a bus‟s presence either by selective 

vehicle detectors, i.e. using bus loops and transponders on buses, or by an automatic vehicle 

location (AVL) system. Bus management and information systems such as iBus which make 

use of GPS technology to track buses through the network can also be used to provide bus 

priority in SCOOT. Bus management systems can also provide information on a bus‟s 

adherence to schedule which provides the option of giving different levels of priority to buses, 

according to how late they are. Differential priority is particularly useful in improving the 

regularity of high frequency bus services which run on a headway principle. 

All these techniques are controlled by user set parameters to prevent the priority causing 

undesired extra delay to other vehicles. These different techniques are described in more 

detail in the following sections. 

 

2.1. Location of bus detection 

 

The best location for detection will usually be a compromise between the need for detection 

as far upstream as possible and the need for accurate journey time prediction. Prior to recent 

developments (see cancel detection and Long Journey Time sections below) bus detectors 

needed to be located downstream of any bus stop, as SCOOT does not attempt to model the 

time spent at bus stops. Depending on site conditions, a location giving a bus journey time of 

10 to 15 seconds to the stop line is recommended. 

 

2.2. Modelling 

 

Buses are modelled by SCOOT as queuing with other vehicles. This allows buses to be given 

priority even though other vehicles may delay them. The effect of bus lanes can also be 

modelled, including those, which end before the stop line. 

 

2.3. Priority 

 

The signal timings are optimised to benefit the buses, by extending a current green signal (an 

extension) or causing succeeding stages to occur early (a recall) or by stage skipping. 

Extensions can be awarded centrally, or the signal controller can be programmed to 

implement extensions locally on street (a local extension). Recalls are always central. 

For example, for the three stage junction illustrated in Figure 1, if a bus is detected towards 

the end of Stage "1" it will receive an extension as shown in Figure 2.  If the bus is detected 

during a red period it will receive a recall (i.e. stage 2 and stage 3 are shortened so that stage 1 

starts earlier) as shown in Figure 3.  It may also benefit from stage skipping, when stage 3 is 
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one that may be skipped.  Figure 4 shows the result, where stage 2 has been shortened and 

stage 3 completely omitted from this cycle. 

Buses only arrive 

on Link A.

A

B

C

LINK A GREEN

DURING STAGE

LINK B GREEN

DURING STAGE

LINK C GREEN

DURING STAGE

1

2

3

 
Figure 1: Three stage junction 
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Figure 2: An extension 
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Figure 3: A recall 
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Figure 4: Stage skipping 
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2.4. Local extensions 

 

Extensions awarded in the controller can be advantageous, as they eliminate 3 to 5 seconds 

transmission delay between outstation and instation. (Currently in the London UTC system 

the transmission lag is 5 seconds).  That allows the system to grant extensions to buses that 

arrive in the last few seconds of green. The feature is especially important where link lengths 

are short, or where bus stops are located near to the stop line. SCOOT is still in control as it 

sends a bit each second to permit local extensions only when the saturation of the junction is 

sufficiently low. Techniques for programming the signal controller have been developed and 

implemented in London. 

 

2.5. Recovery 

 

Once the bus has passed through the signals, a period of recovery occurs to bring the timings 

back into line with the normal SCOOT optimisation. 

 

2.6. Stage skipping 

 

In many countries, including the United Kingdom, stage skipping is not common practice and 

its implications on safety need to be carefully considered. Of particular interest is the potential 

effect on regular users of a junction who become familiar with the normal operation, 

particularly when they should receive a green at the next stage change.  When a stage is 

skipped, this normal order is interrupted.  Users anticipating their green could be caught out 

when the bus stage, rather than their expected stage, is given green.  No adverse effects were 

observed in the trials in London where great care was taken with the implementation.  It is 

recommended that the principles used in the trials should be adhered to: 

• Main road stages should not be skipped 

• Pedestrian stages should not be skipped – a possible exception is where the pedestrian 

phase being skipped occurs more than once per cycle. 

 

When stage skipping is to be introduced at a junction the stage order should be reviewed, as it 

may be desirable to re-order the normal stage sequence. This is especially likely at junctions 

where it is not permitted to skip a particular stage. 

 

2.7. Restrictions on priority 

 

One of the main advantages of providing priority through SCOOT is that the extent of priority 

given to buses can be controlled. Extensions and recalls can be restricted depending on the 

saturation of the junction as modelled by SCOOT. This is managed by specifying target 

degrees of saturation for both extensions and recalls. The recall target saturation is normally 
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set so that the junction does not become over saturated. Non-priority stages will be run to the 

target saturation value. In the case of extensions the target saturation may be set so that some 

over saturation is allowed. An extension will not be granted if to do so would result in the 

degree of saturation of a link at the node exceeding the target value. This means that bus 

priority will be most effective at junctions that have spare capacity.  Stage skipping has extra 

controls to limit the frequency of skips in addition to those that prevent skipping of a stage 

whose degree of saturation is over a user set level.  

 

2.8. Differential priority 

 

The introduction of real-time passenger information systems such as iBus allow a bus‟s 

location to be compared against a schedule, and in this way priority can be differentiated by a 

bus‟s adherence to schedule. 

„Differential priority‟ refers to providing priority on the basis of criteria other than vehicle 

class alone, such as adherence to schedule. If a „degree of lateness factor‟ can be determined 

and provided to SCOOT, SCOOT is then able to provide different levels of priority according 

to how late a bus is. It can also be used to provide different levels of priority to buses on 

different routes. The advantages of this approach are: 

• by providing priority to late buses only and hence to fewer buses, a higher level of 

priority may be given and the disbenefit to other traffic reduced 

• greater improvement in the regularisation of the service and hence the waiting time of 

passengers will be reduced 

 

In SCOOT it is possible to specify different priority levels for buses detected on a link 

according to a priority level associated with the individual vehicle. To enable this, SCOOT 

must receive a priority level together with other information about the detection of a bus.  

This priority level (or bus importance factor) is then used to determine what priority can be 

given for the bus. Bus priority levels are permitted in the range 0 to 6. 

The mechanism for determining the priority level for a given bus is located outside SCOOT.  

SCOOT receives the priority level, but does not know how this was produced.  For an AVL 

system, the priority level may depend on the behaviour of the bus relative to a headway or 

timetable.  For a selective vehicle detector (SVD) system, there may be no information 

available about the identity of the bus, so a fixed priority level could be defined for all buses 

detected on a certain link, or on a specific detector. 

 

 

 

 

 

 



Session 3 - Traffic (2) 

7 
 

3. BENEFITS OF BUS PRIORITY 

 

3.1. Benefits of recalls and extensions 

 

The benefit to buses gained through providing SCOOT priority without stage skipping varies 

considerably, and is dependent on the scope for increasing or decreasing the lengths of signal 

stages. At junctions where the non-priority stages are already at or close to their minimum 

length, there is little scope for providing priority through recalls. Assuming that stages are not 

running close to their minimum lengths, the benefits of priority are then very dependent on 

the traffic conditions. Reductions in delay as high as 50% are achieved when the degree of 

saturation is low.  Whereas, at high degrees of saturation, the reduction in delay is of the order 

of 5 - 10%. In extensive trials in London reduction of delay of around 4 seconds per bus per 

junction are typical. The increase in delay to general traffic is similarly dependent on the 

degree of saturation. At low degrees of saturation the increase is small and insignificant, 

whereas at high degrees of saturation the increase in delay to general traffic can be large. The 

disruptive effect of providing priority by recalls is much greater than by extensions. Giving 

recalls to buses on a side road can be particularly detrimental as it reduces the green time as 

well as disrupting the coordination along the main road. 

The number of buses being given priority is also an important factor, particularly at higher 

degrees of saturation. Benefit per bus decreases as bus flow increases, due to 

competing/conflicting priority calls, but total passenger benefit remains substantial at bus 

flows as high as 120 buses/h/junction. 

 

3.2. Benefits of stage skipping 

 

The benefits of stage skipping are in addition to those obtained through extensions and 

recalls.  When restrictions are at their minimum level, stage skipping gives good benefits in 

the range 2.5 to 6 seconds per bus per junction, depending on the junction and flow 

conditions.  Typically where the skipped roads are not too busy, the extra saving in delay, due 

to stage skipping, averages about 4 seconds per bus.  At junctions where the links being 

skipped are busy, the benefit may be as low as 1 second per bus even if the skipping is 

uninhibited.  This low benefit is due to an increase in queues of general traffic delaying buses.  

On average there is a small increase of about 1 second per vehicle in the delay to general 

traffic when stages are skipped.  The main disbenefit is to traffic on the side road being 

skipped.  At junctions where the links whose green is skipped are busy, it is necessary to use 

the stage skipping saturation parameter to avoid large increases in delay to general traffic. 
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3.3. Benefits of differential priority 

 

Extensive simulation testing has been carried out to investigate the effects of providing 

differential priority. The study considered both bus services that run according to a fixed 

timetable and bus services that run according to a fixed headway (normally high frequency 

services). Some of the main findings were: 

• For both fixed headway and timetable services, the highest average reductions in 

journey time are given by strategies that provide priority to all buses. In general, the 

more buses that received priority the higher the average reduction in journey time. 

• For both fixed headway and timetable services, using differential priority generally 

minimises the increase in delay to other vehicles, which is greatest at the highest flow 

level. 

• For fixed headway services there is no improvement to regularisation (standard 

deviation of headway) for non-differential priority strategies. 

• The strategies that provide priority only to late buses improve regularity and reduce 

passenger wait time the most. 

• For timetable services, non-differential strategies do provide good improvements to 

regularisation. However, the differential priority strategies provided the highest 

benefits.  

 

 

4. NEW BUS PRIORITY DEVELOPMENTS 

 

The new development in SCOOT is designed to take advantage of the new technical 

innovations introduced into London, namely iBus which allows for multiple detections on a 

link and the changes in bus operations which should reduce the variability in bus dwell times. 

In particular, the bus priority logic in SCOOT has been enhanced to allow a cancel detector 

when the bus passes through the junction. The maximum value for the bus journey time has 

also been increased. These two developments provide for „predictive priority‟ where buses are 

initially detected earlier, possibly before reaching the bus stop. These developments are 

described in more detail below. 

 

4.1. Cancel detection 

 

In order for SCOOT to provide priority to buses it is necessary for them to be detected some 

way before the stop line. SCOOT then models the bus travelling down the link and crossing 

the stop line using the configured journey time from the detector to the stop line, the modelled 

traffic queues on the link and the colour of the traffic signals. In practice, because of the 

variability of the actual behaviour of the bus and the queuing traffic, the modelling cannot be 

assumed to be perfect. When giving priority to buses by providing extensions, therefore, it is 
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prudent to allow extra green time to ensure that the bus has crossed the stop line. The amount 

of this extra green time is determined by the value of the input data parameter BVARY. The 

setting of the BVARY parameter is currently something of a dilemma. A high value for 

BVARY would ensure that all buses given an extension would pass through on green but 

would provide unnecessarily long green times on many occasions resulting in higher delays to 

traffic on opposing stages. A low value of BVARY may lead to some buses not getting 

through on the green.  

The introduction of a cancel detector should help to overcome this dilemma. The cancel 

detector will allow an extension to be terminated when a bus has crossed the stop line. It will 

therefore be possible to set a high value for BVARY which reduces the chance of a bus being 

given an extension but in fact being stopped by the lights. Once the indication that the bus has 

reached the cancel detector is received then the stage will be terminated avoiding the 

unnecessary extra green time being given to the bus and so reduce disruption to other traffic.  

 

4.2. Long journey time 

 

The original SCOOT bus priority logic was based on the assumption of immediate 

implementation, i.e. that for maximum efficiency bus priority should be given as soon as a 

bus is detected, subject to constraints such as BAUTH (maximum extension allowed) and 

BESAT (degree of saturation constraint). So if a bus is detected during green, an extension 

may be granted, which is implemented by extending the current green. Conversely, if a bus is 

detected during red, a recall is implemented as soon as possible, with stages being shortened 

and run in succession until a stage is reached which is green to the bus. Then, the stage 

remains green until the bus has left the link. 

For shorter journey times, the assumption is valid and results in bus priority being given as 

soon as possible for a bus. For longer journey times, however, the assumption may not be 

valid, and can result in very long greens or priority not being given.  

The original logic also made the assumption that when a bus is detected in red a recall will 

always be beneficial. No check was made as to when the green would start, and it is possible 

that the recall would cause the green to start earlier than is required. The assumption is 

reasonable for the situation with short journey times, as there will be at most a few seconds of 

wasted green. For longer journey times, the original logic could result in a large amount of 

wasted green time. 

The SCOOT logic has now been modified so that it will operate satisfactorily with long 

journey times. This has been accomplished by introducing a system of delayed 

implementation. This means that, if the bus is too far away, it will delay the preparation of the 

extension or recall until it is at the correct stage in the cycle for the logic to operate as 

intended, and so that the extension or recall can will be implemented when it can be used by 

the bus, thus avoiding wasted green time. 
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4.3. Predictive priority 

 

The development to allow multiple detection points, cancel detectors and long journey times 

should make it possible to give higher levels of priority to buses. By detecting the bus earlier, 

possibly before the bus stop, the number of times that an extension can be given will be 

increased. Earlier detection might also increase the benefit due to a recall. There will be some 

inefficiency introduced due to the increased variability in journey time which needs to include 

any bus stop dwell time. As long as the variability in the bus stop dwell time is not too high 

this should be mitigated by the addition of a second downstream detector and a cancel 

detector. The method of initial detection of the bus before the bus stop has been termed 

„predictive priority‟. 

 

 

5. THE BENEFITS OF NEW BUS PRIORITY DEVELOPMENT 

 

An evaluation of the benefits of the new development is currently on-going. Initially the new 

facilities are being evaluated using the VISSIM micro-simulation interfaced to the SCOOT 

UTC system.  These will then be followed by on-street trials.  

 

5.1. The SCOOT-VISSIM link 

 

TRL have developed an interface between VISSIM and the SCOOT kernel. SCOOT is able to 

control the traffic signals in VISSIM in the same way that it would control traffic signals on 

street except that the system has been modified by the removal of time constraints so that it 

can run faster than real time. 

The transmission lag between the street and the SCOOT kernel is modelled by holding back 

data for the required time, and SCOOT is informed of the length of the delay through the 

parameter RXLAG. 

 

5.2. Farringdon Road / Rosebury Avenue junction 

 

Initial studies were carried out on a network that modelled node N03/031 on Farringdon Road 

in London.  Additional benefits of between 3 and six seconds per bus, depending on the 

settings, were seen from using an upstream detector compared with a downstream detector.  

Surprisingly, other vehicles also benefited by up to seven seconds per vehicle on some 

settings.  It was realised that this was because the vehicles had to queue behind the bus when 

it was stopped, and so the extra green time offered to the buses when using the upstream 

detector was also of use to the cars behind the bus. 

Whilst being a particularly good junction to demonstrate the benefits of upstream detection, it 

was realised that this would not be a good junction to try the cancel detector out on, as it 
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would cut short the extension once the bus had passed, leaving the cars that had been waiting 

behind waiting even longer.   

Therefore work was started on another network set up to model Balls Pond Road, where the 

other traffic was able to pass the bus whilst it was stopped at the bus stop. 

 

5.3. Balls Pond Road 

 

A VISSIM model was set up to mimic Balls Pond Road in London.  Three junctions were set 

up: N03/018, N04/066 and N04/046.  Therefore, if the bus priority were to result in reduced 

coordination, the adverse effect on the traffic would be felt. 

The following is a node diagram of the junctions set up. 

 

 
 

Figure 5: Node diagram 

 

Initially a study to find the ideal location of the cancel detector for central extensions was 

carried out on link N03/018c (section 5.3) and some different settings were tested on the same 

link (section 5.4).  Future work will entail granting priority to a combination of links around 

junction N04/066.  Preliminary results are discussed in section 5.5.   

 

5.4. Location of the cancel detector 

 

When central extensions are used as opposed to local extensions, there is a transmission lag 

between the street and the SCOOT kernel.  As a result, the ideal location for the cancel 

detector will not be at the stop line, because by the time SCOOT is informed, the bus is 

already 5 seconds ahead.  To determine the best place, a series of simulations were carried out 

with the cancel detector placed at different locations along the link.   

In order to make the best location for the cancel detector easy to spot, the settings for these 

simulations were chosen to exaggerate the effect of the cancel detector.  The opposing flows 
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to the priority link were large, the saturation target for extensions was 130%, and the 

maximum extension (BAUTH) was 30 seconds.  As a result, when extensions were granted 

they often had a severe effect on the opposing traffic streams.   

The downstream detector was placed 6 seconds, 41.7 metres from the stop line, so when it 

was in use, the scope for extensions was small so there was little disruption to other traffic.  In 

contrast the upstream detector was 99 metres from the stop line and had a journey time 

(including 20 second dwell time) of 43 seconds.  Therefore, when the upstream detector is 

used there are more extensions. 

Figure 5 shows the delay to buses when an upstream detector is used in combination with a 

cancel detector (blue line) is approximately constant until the detector is placed beyond 40 

metres of the bus stop.  At this point the cancel detector stops working effectively as it 

informs SCOOT that the bus has left the link before it actually has.  As a result extension can 

end before the bus gets to the stop line.  The delay to buses is therefore increased, to near 

what it would be if there was no bus priority at all (purple line).  The only reason the delay is 

lower than with no bus priority is because the recalls are still operating correctly, as they are 

unaffected by the cancel detector.   

 

Figure 6: Delay to buses along study link 

In the scenario shown, the cancel detector (blue line) provides no additional benefits to the 

buses compared with using the upstream detector alone (red line).  However, with different 

settings, the buses can benefit as the cancel detector reduces the amount of wasted green time.  

We show this in a later study (see section 5.4). 

Using an upstream detector with or without a cancel detector provides greater savings to 

buses than a downstream detector (green line). 
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Figure 6 shows the delay to other vehicles over the whole network.  When the cancel detector 

is at the stop line the delays are only slightly less than without the cancel detector, but as the 

cancel detector is placed further back from the stop line, the delay to private vehicles 

decreases.  There is a plateau region between 30 and 45 metres from the stop line, before a 

sharp drop in delay when the cancel detector is further than 50 metres from the stop line. 

 
Figure 6: Delay to private vehicles throughout network 

 

The reason for this shape of graph is the transmission lag associated with central extensions.  

When the cancel detector is close to the stop line, the extension is held a few seconds longer 

than necessary, hence the larger delay to other vehicles.  Looking at both graphs it can be seen 

that the optimum location for a cancel detector is between 30 and 40 metres from the stop 

line.  Further away from the stop line the extensions are cut short, and the delays to other 

vehicles are as low as with no bus priority.   

 

5.5. Evaluating the benefits 

 

Having established the ideal position of the cancel detector we proceeded to evaluate the 

benefits of predictive priority using more realistic settings. 

The maximum extension was reduced to 20 seconds, and the opposing flows were reduced by 

a quarter so that the links were no longer oversaturated.  The results were as follows: 

 

 

 

 

 

 

 



Session 1 - Traffic (1) 

14 
 

 

Table 1. Results using more realistic settings 

Bus Priority Bus Detectors BVARY Delay to buses 

on priority link 

Delay to other 

vehicles over 

network 

OFF None N/A 52.9 74.3 

ON Downstream 2 46.6 75.6 

ON 

ON 

ON 

Upstream 

Upstream 

Upstream 

2 

6 

10 

44.2 

44.5 

43.5 

76.5 

77.1 

76.9 

ON 

ON 

ON 

Up and cancel 

Up and cancel 

Up and cancel 

2 

6 

10 

43.4 

42.3 

43.8 

76.6 

76.3 

76.9 

 

Now that the maximum extension has been reduced, and the opposing links are no longer 

oversaturated, the additional delay when the upstream detector is in use is reduced.  The buses 

still benefit from the use of the upstream detector, but only by two to three seconds compared 

with the downstream detector.   

The cancel detector saves an extra two seconds per bus when the BVARY is 6, as less green 

time is wasted and so more green is available for the next bus.  However this effect is not 

apparent when BVARY is 10.  This may be due to fewer extensions being granted as the extra 

journey time would bring the extension over the maximum of 20 seconds. 

 

5.6. Priority on more than one arm 

 

Using junction N04/066 as shown in the node diagram above, we provided priority to several 

arms at once.  Preliminary results show that if the maximum extension is set to 30 and target 

saturation for extensions is set at 130% and the upstream detector is in use, the other traffic 

can suffer badly with little or no extra benefit to buses.  This shows that care must be taken 

when using upstream detection.  Even the cancel detector could not mitigate the results.  

However, choosing a lower saturation target of 100% and only allowing up to 15 seconds 

extension did allow buses to receive priority without causing great disbenefit to other 

vehicles, although the results were not compelling enough to suggest that the upstream and 

cancel detector performed better than downstream alone. 

Our results in this area are preliminary only, as they were very mixed.  Even when only two 

approaches were granted priority, and the approaches were in opposite directions on the same 

road, being granted green at the same time, the results often suggested that downstream 

detection was the best option.   

In order to determine when predictive priority can be used in several approaches, and what 

settings should be used, more simulations (possibly using our simpler in-house SCOOT 

simulation program STEP) and/or on-street trials will be required. 
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6. CONCLUSIONS 

 

The new facilities in SCOOT enable the bus to be detected much further from the stop line 

than previously advised.  This is especially useful if there is a bus stop near the stop line.  

With the new logic the detector can be placed upstream of the bus stop, allowing SCOOT to 

grant longer extensions whereas previously, with a downstream detector, it would have been 

told about the bus too late to grant an extension.  We have shown good benefits to buses, but 

have shown that the other vehicles can suffer delays if the settings a too generous to buses.  If 

the link being granted priority is a main link crossing small side roads this is unlikely to have 

a large effect, but if the link being granted priority is a side road, the main road can suffer 

large delays if long extensions are granted and/or a large target extension saturation is set.  

Similarly, if priority is being granted on more than one arm, the settings must not allow too 

many long extensions.  Current advice is to avoid predictive priority on multiple approaches 

until on-street trials have been completed and limits of use and optimum settings can be 

determined. 

 

 


